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Y (Drop)
See Table
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X (Width)
See Table
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Guide wire fixing

Bottom rail

Ladder

Slat

Guide wire

Head rail

Fixing bracket
See Note 5

4 Edges

3 Edges
Stitch inboard

Stitch outboard

Valance
(Option)

Chrome or brass

Low profile
chrome

Clear plastic

Nickel plated

3 17/32" ±3/32"
90 ±2

23/32" ±3/32"
18 ±2

Notes:
1  Refer to Oceanair for further stack height information.
2  Refer to Oceanair for minimum and maximum drop information.
3  X (Max leather) = 1800 [70 7/8"], X (Min faux leather) = 2400 [94 1/2"].
4  Motor exit wire can exit either side, please specify.
5  Bracket quantity dependent on width of blind.
6  Dimensions in millimeters (Imperial equivalents are shown for reference only).

Fixing brackets suitable
for top or face fix Guide fixing options Slat stitching options

3 Edges stitch slat
orientation options Ferrule option

Return valance
option

X(Width) & Y(Drop) Limits
X (Min) X (Max) Y

670 [26 3/8"] See Note 3 See Note 2
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SKYVENETIAN  - Leather - Powered - 50mm Slat - Somfy LS40 110V/220V AC - Guide wire
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